
 

 

 

 

 

 

 

 

 

 

 

 

 

GENERAL 

Crew   2 + 4 

Weight 60 ± 2t (Combat weight)

DIMENSIONS

Length 11000 ± 50 mm

Width 3690±50  mm

Height 3290±50 mm

MOBILITY 

Max. Road Speed                             58 kmph 

Max. Cross 
Country Speed             

30 kmph 
 

MAIN WINCH

Pull Capacity  50 t  

Rope Length 180 m  

AUX WINCH 

Pull Capacity 2 t 

Rope Length 360 m  
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CRANE

Capacity 

Slew Angle 

REPAIR EQUIPMENTS

Gas / Arc Welding & Cutting 

APU, Battery Charging    

Grinding, Drilling & Work Bench 

Spares & Tools, etc.., 

ANCHOR CUM DOZER

Max. Blade Width                   

Height       

Depth of Penetration                                                                             

EQUIPPED WITH

NSVT 12.7 mm Machine Gun

Smoke Grenade Launcher 

Integrated Fire Detection & 

NBC protection system 

2t (Combat weight)  

DIMENSIONS 

11000 ± 50 mm 

3690±50  mm 

3290±50 mm 

MAIN WINCH 
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CRANE 

 20 t @ 3 m  

360o  

REPAIR EQUIPMENTS 

Gas / Arc Welding & Cutting  

Grinding, Drilling & Work Bench  

ANCHOR CUM DOZER 

3690 mm 

700 mm 

450 mm 

EQUIPPED WITH  

NSVT 12.7 mm Machine Gun 

 

etection & Suppression System 

  


